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Quick Start Guide
BDA12 DAUGHTER CARD 

The BDA12 requires MOTHERSHIP 3 BMBx Motherboards or later. 
Not compatible with MOTHERSHIP 1 and MOTHERSHIP 2

BDA12 rev A and Later September 21, 2024

1. Register Your Device
 

Please take a moment to register serial numbers for your MOTHERSHIP chassis, all Daughter Cards, and 
BP-300.  You must register to activate your warranty! Please visit: www.burlaudio.com/register. 

 

2. Jumper Settings for “JP1”

B16-BDA12 B80-BDA12 JP1 Jumper Placement

Jumper A - Jumpered for B16:
Applying a jumper on Jumper “A” allows  

for B16-BDA12 front panel operation. 
(Image 1)

Jumper A - Unjumpered for B80:  
Conversely, leaving Jumper “A” 

un-jumpered allows for B80-BDA12 
front panel operation. (Image 2) Image 1: Jumper placed on Jumper A for 

B16-BDA12 front panel operation.
Image 2: Jumper A left un-jumpered for 

B80-BDA12 front panel operation.

3. DSUB25 CHANNEL MAPPING

DSUB channel: 

DSUB Channel 1:  Speaker A - LEFT                      BDA12 Digital channel 1
DSUB Channel 2:  Speaker A - RIGHT                  BDA12 Digital channel 2
DSUB Channel 3: Speaker B - LEFT                       BDA12 Digital channel 1
DSUB Channel 4: Speaker B - RIGHT                   BDA12 Digital channel 2

          DSUB Channels 5 - 16                                                 BDA12 Digital channels 5 - 16

NOTE: Digital channels 3 and 4 are not used.


