
BAES4 DAUGHTER CARD
4 CHANNEL AES/EBU I/O 

Quick Start Guide
BAES4 MOTHERSHIP 3 rev E and Later

JP1JP1

1. Register Your Device
 
Please take a moment to register serial numbers for your MOTHERSHIP chassis, all Daughter Cards, and 
BP-300.  You must register to activate your warranty! Please visit: www.burlaudio.com/register. 

2. Installation
 
You may install the BAES4 card in any slot in the B80 MOTHERSHIP (slots 3 to 8 recommended for 32x32 IO 
systems). See the BMBx jumper settings in the BMBx Quick Start Guide for channel mapping. For the B16, 
you may install the BAES4 in either slot. See the B16 BMBx QSG for channel mapping. 

3. Jumper Settings
 

Jumper D - MOTHERSHIP 3 Connection: 

Jumper = MOTHERSHIP 3 operation, no jumper = MOTHERSHIP 2 operation. 

3. Synchronization
 
In order to sync the MOTHERSHIP to AES CLOCK IN 1/2 or IN 3/4 the 
WCLK OUT port on the BAES4 must be connected to the WCLK IN port 
of the BMBx card (Motherboard), and the CLOCK CONTROL switch on 
the BMBx must be set to EXT. (BMB4 shown) 

BAES4 JP1 Jumper Placement


